PIPE WITH GALV. CAP
FITTING HORIZONTAL BAR

A

10" MAX.
GALV. CAP 2" GALV. STEEL LINE POST 1% GALVANIZED STEEL TOP RAIl '4
=]

~.— 2% GALV.
CORNER OR
END POST
WITH GALV. CAP

V\_.u>m._.mz ER

T—STRETCHER BAR

HEIGHT ON PLANS

DA DWW W W W . . . . ., W

\\_HOO._._ZO
N a9 q \ < 4. a & 4 o :

i
e » \ %5 .M%Fomosz FOR 1%" GALV.
7 _GAUGE e 6 ) DRAINAGE PIPE

vaMXXXXXXXXXXXX—XXXXXXX X X XXXXXXXXXXXX.XAV.A

REINFORCING .l FOOTING

TENSION WIRE | \$ GALV. CHAIN LINK
. 12" WIDE CONCRETE | - |} ALV. : DEPTH=2"—6" FOR FENCE HEIGHT
" MOW STRIP _ - 2 MESH, 9 GA. OF 5 ON UNDER.

(See Note 5) DEPTH=3"—0" FOR FENCE HEIGHT
) OF OVER 5. ,
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DIAMETER OF FOOTING = 4 TIMES
_Hmzom OUTSIDE DIAMETER OF POST.

FOOTING CONCRETE SHALL BE A MINIMUM 2000 PSI AT 28 DAYS.
THE FOLLOWING ITEMS SHALL BE REQUIRED ON ALL INSTALLATIONS:

A.  TOP HORIZONTAL RAIL (1%")

9 GA. WIRE FASTENERS SHALL BE USED.

9 GA. WIRE TO BE USED AROUND HIGH DANGER
ENCLOSURES SUBJECT TO CITY ENGINEER
DISCRETION; (OTHER AREAS 11 GA. ACCEPTABLE)
ALL PIPE SHALL BE GALV. SCHD. 40

POST TOP

DISTANCE BETWEEN GATE POSTS IS GATE LENGTH SHOWN ON PLANS

—
FITTING LENGTH OF GATE LEAF J 214" GALV. GATE POST

LATCH INTERMEDIATE MEMBER
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~+—SAME AS FENCE HEIGHT

GATE FRAME Y -PLUNGER BAR  yop oF oozomﬂm:zos <rRip  “GALV. CHAIN—LINK ,

2” MESH, 9 GA.
GATE STOPR= - . )
_ 8" Gate 8" Gate

10" DIAMETER STOP FOOTING.
OMIT IF ROADWAY IS CONCRETE?

\+

DIAMETER OF FOOTING = 4 TIMES
OUTSIDE DIAMETER OF POST

SAME AS NOTE 1 ABOVE.
SAME AS NOTE 2 ABOVE.
THE FOLLOWING ITEMS SHALL BE FURNISHED AND INSTALLED ONLY WHEN
SHOWN ON PLANS AND/OR CALLED FOR IN THE SPECIAL PROVISIONS:
(SUBJECT TO CITY ENGINEER DISCRETION)
A. BARBED WIRE
B. EXTENSION POST
12 GA. WIRE FASTENERS SHALL BE USED.
ALL PIPE SHALL BE GALV. SCHD. 40

MINIMUM GATE WIDTH 16 FEET.
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